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AMER150-24630AZ-NA [AIMTEC] 

AC/DC LED Driver; Product Weight  (grams): 900; Input voltage min (V): 90; Input voltage max (V): 305; Input frequency (Hz): 47-440; Output voltage min: 12; Output voltage max: 24; Output voltage dual assymetric (y/n): Single; Output Power (W): 150; Max Output current (A): 6.3; Efficiency (%): 86; Package type: Encapsulated; Rating (IP): IP68; Mounting: Wire terminal; W (in): 1.85; L (in): 7.13; H (in): 2.32; W (mm): 47; L (mm): 181; H (mm): 59; Min Operating temperature: -40; Max operating temperature (°C): 80; Isolation (VAC): 3000; EMC compliance 1: EN 55022 Class B; Case material: Aluminum; 



 

  

  
    	 	 
	元器件型号：	 AMER150-24630AZ-NA
	生产厂家：	
	    AIMTEC
      
	描述和应用：	AC/DC LED Driver; Product Weight  (grams): 900; Input voltage min (V): 90; Input voltage max (V): 305; Input frequency (Hz): 47-440; Output voltage min: 12; Output voltage max: 24; Output voltage dual assymetric (y/n): Single; Output Power (W): 150; Max Output current (A): 6.3; Efficiency (%): 86; Package type: Encapsulated; Rating (IP): IP68; Mounting: Wire terminal; W (in): 1.85; L (in): 7.13; H (in): 2.32; W (mm): 47; L (mm): 181; H (mm): 59; Min Operating temperature: -40; Max operating temperature (°C): 80; Isolation (VAC): 3000; EMC compliance 1: EN 55022 Class B; Case material: Aluminum
 局域网 输出元件
	PDF文件：	总10页 (文件大小：662K)
	下载文档：	  下载PDF数据表文档文件 
	型号参数：AMER150-24630AZ-NA参数
	是否无铅	  不含铅
	是否Rohs认证	  符合
	生命周期	Active
	包装说明	DFM,
	Reach Compliance Code	unknown
	风险等级	2.12
	其他特性	DC-DC converter also available, also operate with 130-430 vdc
	模拟集成电路 - 其他类型	AC-DC POWER FACTOR CORRECTION MODULE
	认证	CE, NOM,CULUS
	控制模式	CURRENT/VOLTAGE-MODE
	效率（主输出）	85%
	最大输入电压	305 V
	最小输入电压	90 V
	标称输入电压	115 V
	JESD-30 代码	R-XDFM-W7
	功能数量	1
	输出次数	1
	端子数量	7
	最高工作温度	80  °C
	最低工作温度	-40  °C
	最大输出电流	6.3 A
	最大输出电压	24 V
	最小输出电压	12 V
	封装主体材料	UNSPECIFIED
	封装代码	DFM
	封装形状	RECTANGLE
	封装形式	FLANGE MOUNT
	保护	OUTPUT OVER CURRENT; OUTPUT OVER VOLTAGE
	纹波电压（主输出）	0.0707 Vrms
	表面贴装	NO
	技术	HYBRID
	温度等级	OTHER
	端子形式	WIRE
	端子位置	DUAL
	最大总功率输出	151.2 W
	微调/可调输出	NO
	热身时间	0.9 s
	Base Number Matches	1


	DLE2V2SA00LF
	MAX4365EGA
	74F588VCQR
	74F588QCQR
	74F588PC
	74F588VC
	74F588QC
	74F588DC
	74F588SC
	74F588DCQR
	74F588L1C
	74F588SCQR
	74F588SDCQR
	K7M321825M-FC750
	K7M321825M-HC850
	K7M321825M-QC850
	K7M323625M-FC750
	K7M323625M-FC850
	K7M321825M-HC750
	K7M321825M-FC850
	K7M321825M-FC650
	RD2.2EC
	RD2.7EC
	RD2.4EC
	RD20EC
	RD24EC
	RD22EC
	RD27EC
	0761557103
	F550L-2.000000-AE0
	NC7WZ132K8X_NL
	1935682
	MCP100-485I/TO
	MCP101-300I/TO
	MCP101-485I/TO
	MCP100-450I/TO
	MCP101-315I/TO
	MCP100-475I/TO
	MC9S08PT60QH
	DBMY-17W2S-F225
	SX6154
	MAH3690FE
	MAH3690CD
	MAH3693CE
	MAH3690CL
	MAH3690FD
	MAH3691FE
	MAH3691FL
	MAH3691NC
	MAH3690CC
	MAH3693CD
	MAH3693CL
	MAH3691CD
	MAH3693CC
	MAH3690FL
	MAH3691CB
	MAH3690CE
	MAH3690CB
	MAH3691NB
	MAH3691FS
	MAH3690FB
	MAH3691CS
	MAH3693NS
	MAH3690CS
	AD7628KR-REEL
	2SB1035D
	2SB1035C
	BYX42-1200
	BYX42-1200R
	BYX42-300R
	BYX42-600
	50642-1224ELF
	MIC2537-2YM-TR
	354LF-FREQ-DC
	354LF-160.000MHZ-DC
	354LF-1.000MHZ-DC
	E2SAA18-4.352M
	2SA1337BTZ
	2SA1337BRF
	2SA1337CRR
	2SA1337BRR
	2SA1337CRF
	2SA1337CTZ
	2SC5863Q
	2SC5863R
	AT06-12SB-ECGRY
	AT06-12SC-ECGRY
	AT06-12SB-ECBRN
	3622-0-32-15-00-00-03-0
	0758382204
	MP03532
	GC1011A
	10126594
	2312L450V203
	2312L200V203
	2312L100V203
	DTC143XCA-TP-HF
	NP4S1270ABA22
	NP4S1930ABA22
	NP4S2940ABA22
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描述和应用

AC/DC LED Driver; Product Weight  (grams): 900; Input voltage min (V): 90; Input voltage max (V): 305; Input frequency (Hz): 47-440; Output voltage min: 12; Output voltage max: 24; Output voltage dual assymetric (y/n): Single; Output Power (W): 150; Max Output current (A): 6.3; Efficiency (%): 86; Package type: Encapsulated; Rating (IP): IP68; Mounting: Wire terminal; W (in): 1.85; L (in): 7.13; H (in): 2.32; W (mm): 47; L (mm): 181; H (mm): 59; Min Operating temperature: -40; Max operating temperature (°C): 80; Isolation (VAC): 3000; EMC compliance 1: EN 55022 Class B; Case material: Aluminum
 局域网 输出元件
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